
**VISTA DRL ANGEL EYE HARNESS INSTALLATION ** 

 
Okay, what to expect. No cutting wires. No taking off wheels. No resistors. No dummy bulbs. No Drilling.  

 

Alight, to start off you will need the following materials 

 

1. Vista DRL Angel Eye Harness  

2. Socket Wrench with 10mm socket 

3. Torx Driver 

4. 10mm bolt + washer (included in kit) 

5. T-Tap Wire connectors (included in kit) 

6. Pliers 

7. One hr of time 

 

 

 

Step 1. 

Look at harness, you will see 4 Wires. They are color coded:  

Red Wire with Fuse Ą Red Wire/White Stripe  (POWER) 

Blue Wire: Ą Yellow Wire/Blue Stripe (LOWBEAM) 

2x Red Wires Ą Black Wire/Green Stripe (HALO WIRE) 

Black Wire  Ą Ground (GROUND) 



 
 

Open the hood, on the left side you will see a little wire bridge separator that bridges over the wires, check picture below. Okay get a 

flathead screw driver in there and pop the little tabs out so that it can be removed.  

Once that is removed align VISTA DRL Harness to the existing wires. Make sure the Ground 0-loop connector is next to the metal 

ground stud. Check pictures. Once it is aligned, Bolt down the Ground wire, and re-install the wire bridge separator. 

 



 

 



 



 
 



 



 
 

 





 



 
 

Step 2.  

 

If you're like me you like to have everything "look" like factory. With that in mind, route the harness under the coolant reservoir. 

Then route the wires to the Passenger side Headlight socket.  

 

Remove the Passenger side headlight socket. Trim down some of the factory plastic skin to access the wires beneath. Next, connect 

the BLUE WIRE Ą Yellow/Blue Stripe. 

Using the T-taps now connect the RED WIRE Ą Black/Green Stripe or *Black/Blue Stripe* 

 









 
 

 

 

Step 3.  

 

Remove the Intake air duct. Do this by removing the 2 Torx screws as shown in picture. Now, with that out you can now run the 

longer wire along the factory cable/wire holders.  Just press in the wire into the open clips. 



 

 


